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Technical data at 50/60 Hz
Flow rate ...............................................  Q 	up to max. 330 m³/h
Dynamic head .....................................  H	 up to 24 m
Water temperature ..........................  t	 max. 40 °C
Maximal operating pressure ........  p	 2.5 bar
Speed variables .................................  n	 approx. 1450/1750 rpm
 
Construction sizes 
BADU Block Multi 65/250.............  DND 65/DNS 125
BADU Block Multi 80/200 .........  DND 80/DNS 150 
BADU Block Multi 100/250..........  DND 100/DNS 200 
BADU Block Multi 125/250 .........  DND 125/DNS 200

Flange
up to DN 150 compatible with EN 1092-2 PN-16 and ASME 
from DN 200 compatible with EN 1092-2 PN-10 and ASME

Drive
Type ........................................................  IM B 5
Protection class .................................  IP 55
Idle speed .............................................  1450/1750 rpm
Frequency ............................................  50/60 Hz
Voltage �50 Hz ....................................  up to 2.20 kW: 230 V ∆/400 V Y 

60 Hz ....................................  up to 2.60 kW: 265 V ∆/460 V Y
Voltage �50 Hz ....................................  from	3.00 kW: 400 V ∆/690 V Y 

60 Hz ....................................  from	3.60 kW: 460 V ∆
Class of insulation ............................  F
Cooling air temperature .................  max. 40 °C

>  Special motors on request.

NEW

Performance�

BADU public 2022  >  New product

Total dynamic head H (m) / Flow rate Q (m3/h) > 

Total dynamic head H (m) / Flow rate Q (m3/h) > 

Pumps made of high-performance plastic (THP). 
Optimum efficiency. Also for aggressive media.
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NEW

Performance�

BADU public 2022  >  New product

Technical data at 50/60 Hz
Flow rate ...............................................  Q 	up to max. 450 m³/h
Dynamic head .....................................  H	 up to 24 m
Water temperature ..........................  t	 max. 40 °C
Maximal operating pressure ........  p	 3 bar
Speed variables .................................  n	 approx. 1450/1750 rpm
 
Construction sizes 
BADU Block Multi 65/250.............  DND 65/DNS 125
BADU Block Multi 80/200 .........  DND 80/DNS 150 
BADU Block Multi 100/250..........  DND 100/DNS 200 
BADU Block Multi 125/250 .........  DND 125/DNS 200

Flange
Compatible with EN 1092-2 PN-16 and ASME 

Drive
Type ........................................................  IM B 35
Protection class .................................  IP 55
Idle speed .............................................  1450/1750 rpm
Frequency ............................................  50/60 Hz
Voltage �50 Hz ....................................  up to 2.20 kW: 230 V ∆/400 V Y 

60 Hz ....................................  up to 2.60 kW: 265 V ∆/460 V Y
Voltage �50 Hz ....................................  from	3.00 kW: 400 V ∆/690 V Y 

60 Hz ....................................  from	3.60 kW: 460 V ∆
Class of insulation ............................  F
Cooling air temperature .................  max. 40 °C

>  Special motors on request.

Total dynamic head H (m) / Flow rate Q (m3/h) > 

Total dynamic head H (m) / Flow rate Q (m3/h) > 

Pumps made of high-performance plastic (THP). 
Optimum efficiency. Also for aggressive media.


