
OPERATION  >  Filter units

Self-priming, complete filter unit with no backwashing.
For crystal clear fun in the pool.

Star

Field of application
Swimming pool water filtration in private pools, can be installed  
max. 3 m above or below water level. 
This filter unit doesn‘t require a waste water connection since back-
washing is not necessary. It is therefore very environmentally friendly.

Mode of operation
The BADU Star complete filter unit is self-priming. It pumps pool  
water from the pool, via the front-end strainer basket (for leaves etc.) 
and forces it through the fine mesh filter cartridges (approx. 50 µm)  
in order to return it to the pool crystal clear. The pressure gauge indi-
cates the degree of contamination in the filter cartridges. They can  
be cleaned by hosing them down or simply by putting them into any 
household washing machine at 30 °C. Do not spin.

Design
Cartridge filter with strainer tank, transparent lid and pressure  
gauge in one compact unit, ready for connection.
Motor/pump shaft has no contact with the pool water providing 
complete electrical separation.

Material used
Parts in contact with water  ...................................................................  PP GF 30 
Screws  ................................................................................  stainless steel 1.4301 
Filter cartridge  .....................................  synthetic fibre mesh, approx. 50 µm
Cartridge pipe  ........................................................................................................ PVC 
Transparent lid  ...........................................................................  SAN, transparent

Article no Description Voltage Power output P2

220.1100.000 BADU Star 69/12 1~ 230 V 0.30 kW

220.2100.000 BADU Star 69/24 1~ 230 V 0.30 kW

220.3100.000 BADU Star 69/36 1~ 230 V 0.30 kW

220.1300.000 BADU Star 913/12 1~ 230 V 0.45 kW

220.2300.000 BADU Star 913/24 1~ 230 V 0.45 kW

220.3300.000 BADU Star 913/36 1~ 230 V 0.45 kW

220.1000.000 BADU Star 69/12 3~ Y/∆ 400/230 V 0.30 kW

220.2000.000 BADU Star 69/24 3~ Y/∆ 400/230 V 0.30 kW

220.3000.000 BADU Star 69/36 3~ Y/∆ 400/230 V 0.30 kW

220.1200.000 BADU Star 913/12 3~ Y/∆ 400/230 V 0.45 kW

220.2200.000 BADU Star 913/24 3~ Y/∆ 400/230 V 0.45 kW

220.3200.000 BADU Star 913/36 3~ Y/∆ 400/230 V 0.45 kW

Opening device for locking handles included in delivery. See page 154.

Technical data at 50 Hz BADU Star 69/12*) 69/24*) 69/36*) 913/12**) 913/24**) 913/36**)

Inlet Sa/outlet connection Da Rp2) 1½/1½ 1½/1½ 1½/1½ 1½/1½ 1½/1½ 1½/1½

Rec. inlet/outlet pipe, d4) 50/50 50/50 50/50 50/50 50/50 50/50

Flow rate (m3/h)***) 9 9 9 13 13 13

Number of filter cartridges 12 24 36 12 24 36

Filtration area (m2) 7 14 21 7 14 21

Filtration velocity (m/h) 1.30 0.64 0.43 1.60 0.93 0.62

Power input P1 /output P2 1) (kW) 1~ 230 V 0.50/0.30 0.50/0.30 0.50/0.30 0.63/0.45 0.63/0.45 0.63/0.45

Rated current (A) 1~ 230 V 2.40 2.40 2.40 3.00 3.00 3.00

Power input P1 /output P2 1) (kW) 3~ Y/∆ 400/230 V 0.44/0.30 0.44/0.30 0.44/0.30 0.66/0.45 0.66/0.45 0.66/0.45

Rated current (A) 3~ Y/∆ 400/230 V 0.95/1.65 0.95/1.65 0.95/1.65 1.25/2.15 1.25/2.15 1.25/2.15

Net weight (kg) 1~/3~ 22.00/22.00 27.00/26.00 33.00/32.00 23.00/22.00 23.00/27.00 33.00/33.00

For more detailed information regarding the motor protection please see page 167. *) Up to approx. 50 m³ pool volume.   **) Up to approx. 80 m³ pool volume.   ***) With clean filter and no resistance on site.
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Performance Dimensions Detailed dimensions available on request or at badu.de

12 filter cartridges 24 filter cartridges 36 filter cartridges
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