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SKL

Type Article no.
SKL 2002-LA-013-11, Dr., 0.75 kW 319.2021.397
SKL 2003-LA-013-11, Dr., 1.10 kW 319.2031.397
SKL 3201-LA-013-11, Dr., 1.10 kW 319.3211.397
SKL 3202-LA-013-12, Dr., 2.20 kW 319.3221.397
Set of counter flanges SKL 20 312.0000.090
Set of counter flanges SKL 32/33 313.0000.090

WATER SUPPLY  >  Water extraction

Side channel pumps

Order information

Field of application
 — Water supply
 — Equipment engineering
 — Irrigation
 — Agriculture
 — Shipping

Pumped fluid
Fresh water, hot water, saltwater and pumped fluid without 
abrasive impurities and solid content. Fluids which don‘t chemi-
cally and mechanically attack the pump materials.

Materials used
Housing ....................................................... spheroidal cast iron*)

Impeller ....................................................... GBZ*)

Mechanical seal ........................................ activated carbon/SiC/Viton*)

Round flange ............................................ EN 1092-1

*) Other designs and drinking water supply on request

Design
Self-priming side channel pump including lantern, motor, cou-
pling and coupling protection.

Type key
SKL 3202-LA-013-11
SKL ................................................................ pump type
32 .................................................................. pump size
02 .................................................................. number of stages
LA .................................................................. lantern design
013 ............................................................... mechanical seal code
11 .................................................................. material design

Technical data
Flow rate............................................................Q up to max. 5 m³/h
Total dynamic head .......................................H up to max. 100 mWs
Fluid temperature .......................................... t up to max. 120 °C
Operating pressure ........................................p up to max. PN 16

Motor
Protection class .........................IP 55
Class of insulation .....................F
Voltage ..........................................3~ 400 V ± 10 %
Motor speed ................................1450 rpm
Frequency ....................................50 Hz
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SKL

Type
Max. flow rate 
Q (m³/h) 

Motor performance P2 
(kW) 3~ 400 V

Rated current (A) 
3~ 400 V

Construction 
size

DNS DND
Approx. 

weight (kg)
SKL 2002-L 3.00 0.75 1.70 80 20 20 45.00
SKL 2003-L 3.00 1.10 2.50 90S 20 20 52.00
SKL 3201-L 5.00 1.10 2.50 90S 32 32 61.00
SKL 3202-L 5.00 2.20 4.50 100L 32 32 74.00

Type a e m1 m2 z*) B1 B2 B3 ØD G1 G2 G3 G5*) L1 L2 L3 L5 ØR1

SKG 2002-L 120 16 270 236 678 180 280 230 19 170 70 38 221 650 100 450 50 18.5
SKG 2003-L 154 16 304 270 767 200 300 250 24 175 75 38 226 700 100 500 50 18.5
*) depending on the motor

Dimensions

Characteristics

Technical data


