
OPERATION  >  Controllers

Automatic timer with many extras. 
Speed control for BADU GREEN pumps.

Field of application
Filter pump regulation for hard to reach engineering rooms. It regu-
lates the filter times fully automatically whilst you relax and enjoy 
ideal water quality.

Performance characteristics
–  Easily understandable full text display for convenient handling and 

multilingual menu.
–  Simple menu for fast programming and evaluation of the operating 

hours.
–  The control unit is equipped for individual programming with three 

switch programmes per day.
–  The regulation of BADU GREEN pumps is carried out both via speed 

phases and with a control voltage of 0 to 10 V.

–  An integrated additional relay allows the programming, for example, 
of your pool lighting.

Design
The BADU Eco Logic is constructed in an integrated switching 
technology. 
Components:
–  Electronic control unit with modern clamp connection technology.
–  Sensors to display bathing water temperature (optionally available).

Article no Description Voltage

271.6606.000 BADU Eco Logic 1~ 230 V, 50/60 Hz

For more detailed information regarding device protection please see page 143.
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Relax and enjoy with fully automatic controllers. For convenient regulation of 
temperature and filtration times. Optionally available with the web manager.

Field of application 
The new pool controllers regulate the filter times as well as the 
heating and solar heating of swimming pool water fully automatically 
whilst you relax and enjoy an ideal water temperature. Depending on 
the type, the controller regulates further fundamental parameters of 
your unit.

Performance characteristics
–  Simple installation and fast troubleshooting thanks to installation 

assistant and help menu.
–  Easily understandable full text display and multilingual menu.
–  Clear graphic display of the swimming pool system.
–  Usage display and efficiency testing with optional third 

temperature sensor.

–  With the BADU Logic 3 the unit can be monitored on smart phones 
or tablets via an optional web manager and various parameters 
can be regulated.

Designs
–  BADU Logic 2 

Additional filter pump control and running time optimisation 
including two temperature sensors.

–  BADU Logic 3 
Additional multistage filter pump control for BADU GREEN motors, 
e.g. BADU Eco Soft and BADU Delta Eco VS, including two tempera-
ture sensors.

Article no Description Voltage

271.6602.000 BADU Logic 2

271.6603.000 BADU Logic 3

250.0014.050 Ball valve LH 50 II solar with actuator 1~ 230 V

250.0014.063 Ball valve LH 63 II solar with actuator 1~ 230 V

271.6600.403 Water sensor

For more detailed information regarding device protection please see page 143.
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